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THESE STANDARD DRAWINGS ARE PROVIDED TO ACCOMPANY THE VERNAL

CITY STANDARD SPECIFICATIONS. THE STANDARD DRAWINGS AND

SPECIFICATIONS ARE TO GOVERN ALL WORK DONE IN THE VERNAL CITY

RIGHT-OF-WAY. ALL CONSTRUCTION SHALL BE AS PER CURRENT

APPLICABLE VERNAL CITY, UTAH STATE, AND FEDERAL STANDARDS. IN THE

EVENT OF DISCREPANCIES BETWEEN SAID STANDARDS AND ANY

ADDITIONAL DRAWINGS, THE MOST RESTRICTIVE IN FAVOR OF VERNAL CITY

SHALL PREVAIL. ALL WORK PERFORMED IN EXISTING AND FUTURE VERNAL

CITY RIGHT-OF-WAY SHALL BE PERFORMED ACCORDING TO THE CURRENT

VERNAL CITY STANDARDS.

PERSONS PERFORMING WORK IN THE RIGHT-OF-WAY SHALL PROVIDE A

24-HOUR LOCAL RESPONSE NUMBER. RESPONSE TIME TOWARD

COMPLAINT RESOLUTION IS ONE HOUR FOLLOWING RECEIPT OF

COMPLAINT. IF RESPONSE AND RESOLUTION ARE NOT PROVIDED IN A

TIMELY MANNER, VERNAL CITY SHALL RETAIN THE RIGHT TO PROVIDE

RESOLUTION WITH THE BILL FOR SERVICES RENDERED TO BE PAID BY THE

PERSONS PERFORMING THE WORK.

SIGNS POSTING THE 24-HOUR CONTACT NUMBERS SHALL BE PLACED AT

EACH MAJOR ACCESS INTO THE PROJECT WORK AREA AND SHALL REMAIN

UNTIL THE PROJECT IS COMPLETE. IF THERE ARE MULTIPLE WORK AREAS,

EACH AREA SHALL BE SO SIGNED.

PERSONS PERFORMING WORK ON OR NEAR VERNAL CITY ROADS SHALL BE

RESPONSIBLE FOR ALL DAMAGES TO THE ROADWAY OR ROADWAY

SHOULDER CAUSED AS A DIRECT OR INDIRECT RESULT OF SAID WORK AND

WILL, AT THEIR OWN EXPENSE, REPAIR ANY DAMAGED ROADWAYS OR

SHOULDERS PRIOR TO COMPLETION OF THE WORK.

CONSISTENT WITH THE PEDESTRIAN ACCESS REQUIREMENTS UNDER THE

AMERICANS WITH DISABILITIES ACT OF 1990 (ADA) AND SECTION 504 OF THE

REHABILITATION ACT OF 1973 (SECTION 504), VERNAL CITY REQUIRES FULL

COMPLIANCE WITH THE MOST RECENT DRAFT GUIDELINES FOR

ACCESSIBLE PUBLIC RIGHTS-OF-WAY. IN THE EVENT OF CONFLICT

BETWEEN ANY VERNAL CITY REQUIREMENTS, THE LATEST ADAAG

STANDARDS, AND THE LATEST DRAFT GUIDELINES FOR ACCESSIBLE PUBLIC

RIGHTS-OF-WAY, THE DOCUMENT THAT PROVIDES THE GREATEST

ACCESSIBILITY FOR THOSE WITH DISABILITIES SHALL PREVAIL.
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